
 

MODEL : EVO 3.12 EVO 3.15 EVO 3.18 

System type: Bass Reflex Bass Reflex Bass Reflex 

Comp. Driver: 

Mid Bass: 

Woofer : 

Horn: 

1” - Coil 44 mm 

1 x 8”  Coil 50 mm 

1 x 12” Coil 64 mm 

Omniray GZ 10” 

1” - Coil 44 mm 

1 x 10” Coil 64 mm 

1 x 15” Coil 75 mm 

Omniray GZ 12” 

1” – Coil 44 mm 

1 x 12” Coil 64 mm 

1 x 18” Coil 100 mm 

Omniray GZ 15” 

Power RMS: 500 W (AES) 750 W (AES) 1000 W (AES) 

Nominal Imp. : 6 Ω 6 Ω 6 Ω 

Freq.Response: 32 Hz – 20 kHz     30 Hz – 20 kHz 28 Hz – 20 kHz 

Cx Frequency: 1200 Hz 12 dB/Oct 1000 Hz 12 dB/Oct 800 Hz 12 dB/Oct 

Sensitivity: 95 dB (1W/1mt)  96 dB (1W/1mt) 97 dB (1W/1mt) 

Dispersion: 120°  (-6 dB) 130 ° (-6 dB) 140°  (-6 dB) 

Dim. (H x W x 
D) 

1050 x 420 x 500 1350 x 520 x 600 1650 x 620 x 700 

Cabinet: mdf 44 mm mdf 44 mm 

 

mdf 44 mm 

Finish: 

Cabinet & Horn : 

Wood Part: 

 

Full Lacquer White – Full Black Piano–  Full Satin Black – Full satin white 

Cherry – Light Cherry – Walnut – Light Walnut – Natural 

 

Net Weight: 60 80 120 
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